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Cookie Settings
We use cookies to offer you an optimal website experience. These include cookies that are necessary for the operation of the site and for the control of our commercial corporate goals, as well as those that are only used for anonymous statistical purposes, for comfort settings or to display personalized content. You can decide which categories you want to allow. Please note that based on your settings, not all functions of the page may be available. You can find further information in our legal details and our data protection notice.

 Required  Details



  Analysis  Details




These Cookies make a website usable by providing basic functions such as page navigation, language settings, and access to protected areas. As the website is unable to function properly without them, you cannot opt out of this kind of Cookies:
	Names of the Cookies	PHPSESSID
	Provider	primes.de
	Validity period	Session length
	Reason	This cookie is automatically generated through PHP applications. It is used to recognize the user throughout the session and necessary for cms- and security functions.
	Data protection notice  	https://www.php.net/manual/en/session.idpassing.php


	Names of the Cookies	permissionsGTM, hideCookieNotice
	Provider	primes.de
	Validity period	Depending on user configuration of the browser
	Reason	These browser dependent data chunks are used locally to save the choice of accepted cookies and therefore necessary to manage cookie handling and behaviour of the cookie notice.
	Data protection notice  	https://developer.mozilla.org/en/docs/Web/API/Window/localStorage



We use Google Analytics to obtain and evaluate information and statistics about your interaction with our website in order to optimize our website with the knowledge gained. If you agree to this, personal data may be transferred to Google LLC in the USA.
	Reason	Name of the Cookie: _gid
Usage: Used by Google Analytics to distinguish users.
Source: https://developers.google.com/analytics/devguides/collection/gtagjs/cookie-usage
 Name of the Cookie: _gat
Usage: Used to throttle the request rate. If Google Analytics is provided via Google Tag Manager, this cookie is called dc_gtm.
Source: https://developers.google.com/analytics/devguides/collection/gtagjs/cookie-usage
 Name of the Cookie: _ga
Usage: Used by Google Analytics to distinguish users.
Source: https://developers.google.com/analytics/devguides/collection/gtagjs/cookie-usage
	Provider	google.com
	Data protection notice
  	https://policies.google.com/privacy?hl=de
	Validity period	_gid (1 Day), _gat (1 Minute), _ga (2 Years)
	Names of the Cookies	_gid, _gat, _ga
	Domainlist of the Cookies	.google.com




  Confirm selected  Consent to all 


 ご連絡いただき誠にありがとうございます。
 PRIMES Japan 株式会社
〒222-0033
神奈川県横浜市港北区新横浜2-3-4
クレシェンドビル７F
Tel 045-620-9377
m.sakura@primes.de
support-japan@primes.de
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 連絡先のページに移動する


 連絡先



  ナビゲーションを省略 	ホーム
	 Deutsch English 
	ワールドワイド
	連絡先 お問い合わせ

    キーワード  


 ナビゲーションを省略	ビーム解析	 PRIMES社について

 イノベーション
 専門知識
 実際の操作環境下での測定

 レーザビームの定義

 産業用ツールとしてのレーザビーム



 公式

 ビーム測定の主要公式





 ビーム診断が必要である理由

 定期的なビーム診断の利点


 測定精度

 PRIMES社製機器は工場環境下で最適なパフォーマンス及び精度で測定できるように設計されています。


 レーザビーム測定

 レーザビーム測定の原理







 
	製品案内	 レーザパワー
 CWレーザの測定
 短時間照射レーザの測定

 レーザビーム強度分布
 生ビームの測定
 集光ビームの測定
 ファイバから直接測定

 システムインテグレーション

 システムインテグレーション向けパワー測定又はビーム強度分布の測定機器




 フォーカスポジション

 焦点位置と焦点シフトを測定


 アンサンブル
 集光ビーム＋スキャナー機能
 集光ビーム＋パワーの測定
 生ビーム＋パワーの測定

 カスタムソリューション
 オプティクスの品質測定
 パワーロスの測定



 アブソーバ：最大30 kW

 レーザビームの安全吸収


 Software

 新ソフト Laser diagnostics software(LDS)


 アルファベット順

 アルファベット順リスト






 
	サービス	 技術的アドバイス


 校正ラボ

 標準器のトレーサビリティ


 測定サービス






 
	会社概要	 PRIMES社について
 品質
 エネルギー効率
 沿革
 チーム

 最新ニュース
 最新情報
 日付
 記事

 部門

 アデティブマニュファクチュアリング/SLM
 システムエンジニアリング
 自動車産業
 レーザ認証






 
	サポート	 よくあるご質問

 よくある質問


 メンテナンスと校正


 ダウンロード
 ソフトウエア
 取扱説明書
 カタログ
 装置別カタログ
 証明書
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   生ビームの測定



   ビーム分布はビーム品質を評価する上で重要なプロパティです。ビーム分布のパラメータはビーム位置、ビーム径、対称性、パワー密度分布になります。最大ビーム径70mm、最大平均パワー25kWのNIR及びIRレーザのビーム位置、ビーム径、パワー強度分布をBeamMonitor 及び で記録及び分析が可能です。
LaserQualityMonitor LQM+は特にUV及びNIRレーザのビームパラメータ測定用にデザインされました。LQMは最大入力パワー10kW、ピコ秒パルスからCWレーザまで測定が可能です。
 
 
生ビーム用 PRIMES社製測定機器

 	 	 レーザの種類  　
	 開口径　   	特徴
	[image: ]
New: BeamMonitor BM+
	CO2レーザ　
又は　
固体レーザ
	60mm
又は
100mm
		システムインテグレーション、保守サービスに最適
	大口径の生ビーム測定に最適
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LaserQualityMonitor LQM+
	固体レーザ	最大　30mm		品質保証及び受入検査に最適
	ファイバに直接接続｢プラグアンドプレイ」
	CWレーザの場合：最大入力パワー20 kW（構成による）

	水冷ビームダンパをインテグレード
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